In the Claims 

1 . (CURRENTLY AMENDED) A device for sexual intercourse , placed on the 
user's skin , comprising: 

a main body with only one open end ; and 

a seminal reservoir that is unitary with said main bod y , in combination with said main 
body ; 

a securing means with adhesive configured to attach via said adhesive to the user's 
skin. 

2. (ORIGINAL) The device of claim 1, wherein said main body is of a thin material. 

3. (ORIGINAL) The device of claim 1 , wherein said main body is non-molded. 

4. (ORIGINAL) The device of claim 1, wherein said main body is flexible. 

5 . (ORIGINAL) The device of claim 1 , wherein said main body is made of latex, 
rubber, plastic or polyurethane. 

6. (ORIGINAL) The device of claim 1, wherein said seminal reservoir is of a thin 
material. 

7. (ORIGINAL) The device of claim 1, wherein said seminal reservoir is non- 
molded. 

8. (ORIGINAL) The device of claim 1, wherein said seminal reservoir is flexible. 

9. (ORIGINAL) The device of claim 1, wherein said seminal reservoir is made of 
latex, rubber, plastic or polyurethane. 

10. (CANCELED) 

1 1 . (ORIGINAL) The device of claim 1 +0, wherein said securing means is an elastic 
band. 


12. (ORIGINAL) The device of claim 1 W, wherein said securing means is an 
adhesive strip. 

13. (ORIGINAL) The device of claim 1 iQ, wherein said securing means is an elastic 
band in combination with an adhesive strip. 

14. (ORIGINAL) The device of claim 12, further comprising transfer film in 
communication with said adhesive strip. 

15. (ORIGINAL) The device of claim 13, further comprising transfer film in 
communication with said adhesive strip. 

16. (ORIGINAL) The device of claim 1, wherein said main body is wide. 

17. (ORIGINAL) The device of claim 1, wherein said seminal reservoir tapers. 


